
We can arrange the Concrete effect on the entire surface, form concrete slabs or 
natural dilatation effects. The plaster is composed of hydrated lime with a grain size 
of 0.1 to 1 mm. It can be dyed in a wide range of colors, it is very hard and has great 
abrasion resistance. It can be used on stairs and floors, e.g. instead of panels, tiles, 
in private apartments, apartments as well as exclusive store rooms or offices with 
medium traffic, etc. Depending on the varnish used, the surface can be matte or 
glossy. 

MFA PLUS
priming 

1l / 30m2
(after diluting
1 to 3 with water) 

add max. 3 liters
of water up to 1l of soil 

brush 7-8hAbsorbent substrates, the so-called weak and old wall surfaces,
7-8h it is recommended to use the reinforcing primer MFA PLUS,
diluted max. 1: 3 with water, Apply the primer thoroughly using
a floor covering rubbing into the substrate. Priming strengthens
and prevents excessive absorbency, deeply penetrating
and binding the substrate, increases adhesion and efficiency
of subsequent layers. 

PRIMER EG
quartz backing 

1kg / 4-5m2 10-15% of water brush Internal and external quartz foundation with a thicker one
grained, it is recommended to dilute 10-15% with water
and apply to the surface with a bench, following the direction
final pattern. Increases adhesion, adheres well, strengthens
surfaces intended for plaster application. Primer EG can be
used on any type of surface on a stable surface. 

5-8h

CALCE
MARMORINO
base layer 

0,7kg / 1m2 ready to use stainless steel
float (big)

8h

BETON
CALCE
decorative
layer 

1,8-2kg / 1m2 ready to use 24hFor ease of work, it is recommended to divide the layers into stages
outline of concrete slabs or dilatations. Thanks to this, we will have
access to the smoothing of drying layers. Plaster before use
should be mixed thoroughly. Apply Calce concrete to the dry
concrete layer of the substrate, laying the pattern using a large
INOX trowel. Grains and minerals contained in the plaster
of various thickness leave when applying the so-called pitting,
reflecting concrete structure. We perform the work in stages until
it is completed the entire surface so that the layers are wet
together. We skillfully smooth the drying surface by leaving it
slight defects in the structure. 

EPOXON
FONDO A+B
priming

1kg/12,5m2 ready to use następna warstwa
po 20-48h.
Pełne utwardzenie:
7 dni

Calce Marmorino plaster must be thoroughly mixed before use.
Then, with the INOX trowel, apply the entire base layer of plaster
surface, spreading the mass, squeeze out the excess to grain
thickness, smoothing the flat surface to the ground with a trowel.
We perform the work in stages until it is completed the entire
surface. 

+ max. 3l

+ 10-15%

MFA PLUS
priming

1l / 30m2  (after
diluting 1 to 3
with water)

add max. 3l of water
to 1l of soil 

7-8hMFA PLUS, dilute 1: 3 with water and apply with a bench,
7-8 hours thoroughly rubbing into the substrate.
Priming strengthens and prevents excessive absorbency,
deeply penetrating and binding the substrate, increases
adhesion and efficiency of subsequent layers. 

+ max. 3l

+

0,21kg1kg

The prepared batch of material should be used within 1
hours! To part A (primer) add part B (catalyst) and
mix thoroughly in the ratio of 1 kg of resin to 0.21 kg
catalyst. Apply the prepared product to the substrate,
thoroughly rubbing the seat next to the seat with a bench
all sides. A thorough priming is important
because the filling is contained in the ground
microspheres fill the pores and provide adequate protection
against the ingress of moisture into the surface. We do the work
in stages until the entire area is complete. 

5

6

stainless steel
float (big)

brush

brush, paint pad 
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BETON CALCE

EPOXON
TRANSPARE
NT SATIN 
LUB GLOSS
protection layer 

1kg / 12,5m2
(per layer)

We combine
Epoxon Transparent
with a hardener
in a ratio of 100: 26.
The product
is ready for use 

Epoxon Transparent - Gloss varnish, combine with the hardener
in the ratio 100: 26 to part A (resin) add part B (catalyst)
and mix thoroughly. Then apply to the surface
with a roller until completely finished on the given
surface. After combining the ingredients, the varnish is ready
for use mx. up to 1h, despite the proper appearance
and consistency after this time should not be used as it will
not have appropriate properties. 

After combining the ingredients, the varnish is ready for use max. up to 1h, despite the proper appearance and consistency, after that time it should
not be used because it will not have the proper properties. ECORSON recommends the use of two layers of EPOXON TRANSPARENT varnish
for medium-sized rooms traffic. In rooms where this movement may be increased, it is recommended to use an additional layer of varnish. 

General application rules
The work should be started and finished with one batch of the product with the same serial number, because there may be slight differences in the base, having a minimal 
effect on the result and the final color. The instruction to perform work in a professional manner is based on the observance of the basic principles of occupational health and 
safety and the guidelines included in the technical sheets, application system, adapting the work to the prevailing conditions (i.e. temperature, humidity, drafts, etc.), as well as 
proper surface preparation. Before we start work, it is very important to assess the technical condition of the substrate and follow the instructions for its proper preparation. The 
surfaces should be: stable, dry, well cleaned, cavities properly filled in earlier, and, if necessary, fumigated. We also obligatorily remove dust from the surface and dirt and 
grease that is formed over time. If you find the area intended for application does not meet the required conditions, first remove the old layers mechanically, which should be 
well and permanently bonded to the substrate and withstand the adhesion of the new finish. When working on new mineral structures, make sure that they are clean and have 
no other defects (e.g. new floors, depending on the thickness and temperature, self-leveling screed after approx. 3-4 weeks of seasoning or after the time indicated by the 
manufacturer of the given product). In order to obtain an even and uniform surface on a given plane, it is recommended that the work is performed by one Contractor and 
using the same tools and a short application time (without interruption), with one layer so as to ensure a constantly wet coverage of the entire surface. The achieved, 
satisfactory end result largely depends on the skills of the Contractor, the working tool used, as well as the quantity of the applied product. For this reason, the yields, samples 
and more presented here parameters are indicative and illustrative, calculated and made on the basis of several years of experience, as well as research, with
maintaining optimal climatic conditions, approx. 23 ° C and humidity approx. 65%, in other conditions the parameters may change. Due to the huge variety of substrates and 
conditions during application, it is necessary to check the product and its effectiveness by testing on a specific case and under specific conditions. If there is a need to wash a 
given surface, this operation should be performed on the entire wall, with uniform movements, using the same tools and liquids. Tools should be immediately
wash with water after finishing work. ECORSON is not responsible for the use of the product contrary to its intended use and rules, also in cases where it is
used outside of our control. 

EPOXON
TRANSPARENT
GLOSS
protection layer 

1kg/12,5m2
(per layer)

Epoxon Transparent
We combine gloss with
hardener
in the ratio of 100: 26.
Finished product
to use 

roller, squeegee,
brush 

the next layer
after 20-48 hours.
Full hardening
7 days 

Epoxon Transparent - Gloss varnish, combine with the hardener
in the ratio 100: 26 to part A (resin) add part B (catalyst)
and mix thoroughly. Then apply to the surface
with a roller until completely finished on the given
surface. After combining the ingredients, the varnish is ready
for use mx. up to 1h, despite the proper appearance
and consistency after this time should not be used as it will
not have appropriate properties. 

+

100 26
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roller, squeegee,
brush 

the next layer
after 20-48 hours.
Full hardening
7 days 
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