
MFA 
CLASSIC
priming

1 L / 30 m2 Add 3 L of water to 1 L 
of primer

brush 
(wide brush)

Prime absorbent (stable) substrate using MFA Classic concentrate 
diluted 1:3 with water. Apply primer with a wide brush, working it 
well into the substrate. Priming strengthens the substrate and 
improves adhesiveness and coverage of further coats.

4 - 6h

MFA PLUS
priming

1 L / 30 m2
(diluted 1:3 with 
water)

Add max. 3 L of water 
to 1 L of primer

brush 
(wide brush)

7 – 8 h

(SELECT THE PRIMER ACCORDING TO THE TYPE OF SUBSTRATE)

1

1

SYSTEM: MFA / PRIMER E /  MURICON / JEANS

JEANS

Prime absorbent (weak) substrates and surfaces of old walls with 
MFA PLUS diluted max. 1:3 with water. Apply primer with a wide 
brush, working it well into the substrate. Deeply penetrating and 
binding the substrate, priming strengthens it, reduces excessive 
absorbency, and improves adhesiveness and coverage of further 
coats.

MURICON
textured layer

1 kg / 2 m2 Add 10 – 20% of water brush 
(wide brush), 
porous sponge

8 – 12 h
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PRIMER E
quartz primer

1 kg / 7 – 10 m2 10 – 15% of water brush 
(wide brush)

We recommend diluting PRIMER E quartz primer with 10 – 15% of 
water and applying with a wide brush, according to the direction of 
the desired decorative coat. Created quartz coat will increase 
adhesiveness and facilitate application of further coats.

5 – 8 h
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TEXTURED EFFECT (MURICON)

JEANS
decorative coat

1 L / 15 m2 Add approx. 10 – 20% 
of water

brush (wide 
brush), euromal, 
trowel with 
sponge, rubber 
scraper 
(squeegee) 

Jeans Velatura emphasises the texture in the wiping effect. The 
surface can be slightly polished with sandpaper before or after 
work. Apply paint to the substrate with a paint brush and distribute 
using euromal or a trowel with sponge. Remove excessive paint 
with a rubber scraper. Make sure that when applied, paint creates a 
uniform layer all over the surface. Apply a single coat or two coats 
in at least 5 hours intervals.

5 h
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Muricon is intended for creating textures. When applied with a 
wide brush, dilute with 10 – 20% of water. To create canvas weave, 
apply the product in two stages, creating two layers in opposite 
directions. Apply a required amount of the compound in narrow 
stripes in a chosen direction. Produce a regular, noodle–like pattern 
using a porous sponge or a brush. We recommend using a long 
spirit level for large areas to produce straight pattern lines. The 
work should be performed in stages until the whole surface is 
covered.

MURICON
textured layer

1 kg / 2 m2 Add 10 – 20% of water brush 
(wide brush), 
porous sponge

8 – 12 h
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Apply a required amount of compound in narrow stripes in the 
opposite direction. Produce a regular, noodle–like pattern using a 
porous sponge or a brush. We recommend using a long spirit level 
for large areas to produce straight pattern lines. The work should 
be performed in stages until the whole surface is covered.
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Individual texture application technique used on Muricon acrylic compound, at a later 
stage wiped with Jeans Velatura to produce natural smudges, rubs, and shades. Provides 
a unique and interesting effect at a low cost, is resistant to washing and available in 
several colours: blue, grey, black, white, as well as in versions: matt and pearl-matt. The 
final effect is much stronger, more intense and contrasting in the latter case. Jeans 
Velatura is a transparent paint with micro-particles of porcelain of various colours. During 
application, they penetrate the layer of Muricon compound, creating a desired decorative 
pattern. Can be used to produce excellent warm effects: woven fabric, washed denim, 
rattan, or coarse-brushed fabric. The product is often used for: living rooms, halls, kids' 
rooms, studies, public facilities interiors (hotels, stores, restaurants, theatres, etc.), 
industrial interiors, and suites. Goes really well with concrete, wood, glass, natural 
materials and metal, creating fashionable and unique interiors. We recommend using it 
with other ECORSON paints.


